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List of Current Tools in the Energy Tool Library
 Blower Door
 Duct Blaster
 Combustion Gas Analyzer
 Leak Detector
 Kill-A-Watts
 Personal CO Detector
 Probe Thermometer
 Infrared Camera
 Light Meter
 Low-E Glass Detector
 Flow Hood
 HOBO Meters and Software
 Vent Caps
 Residential Water Auditing Kit
 Thermal Leak Detector

To rent a tool borrowers must fill out a Borrower’s Application and a Tool Request Form
which can be found on http://www.communityprograms.net/ipd/etl.htm. Current prices
and more information are also available on the website.

Blower Door

Blower Door tests are used to measure the airtightness level of
building envelopes, diagnose and demonstrate air leakage
problems, estimate natural infiltration rates, estimate efficiency
losses from building air leakage, and certify construction integrity.
Click below for more information:

Tool Code: BD

BD-1: Fan

BD-2: Measuring Instrument

BD-3: Measuring Instrument
Case

BD-4: Blower Door
Controller

Operations Manual: www.energyconservatory.com/download/bdmanual.pdf
Brochure: http://www.energyconservatory.com/download/bdbrochure.pdf
Website: http://www.energyconservatory.com

BD-5: Hoses (3)

BD-6: Fan Rings (A,B,C)

BD-7: Aluminum Door Frame
(1-6)

BD-8: Aluminum Door Frame
Case

BD-9: Nylon Door Panel

BD-10: Instructions

BD-11: Misc Parts

BD-12: BD Case

BD-13: Pressure Pan

Duct Blaster

The Minneapolis Duct Blaster is a calibrated air flow measurement
system used to test and document the air tightness of forced air
duct systems in both houses and light commercial buildings. The
Duct Blaster fan is directly connected to the duct system, typically
at a central return, or at the air handler cabinet. With the
remaining registers and grills temporarily taped off, duct air
tightness is measured by either pressurizing or depressurizing the
duct system and precisely measuring the fan flow and duct
pressure.
Click below for more information:

Tool Code: DB

DB-1: Duct Blaster

DB-2: Measuring Instrument

DB-3: Measuring Instrument
Case

DB-4: Duct Blaster Controller

Operations Manual: www.energyconservatory.com/download/dbmanual.pdf
Brochure: http://www.energyconservatory.com/download/dbbrochure.pdf
Website: http://www.energyconservatory.com

DB-5: Hoses (3)

DB-6: Fan Rings (3)

DB-7: Instructions

DB-8: Misc. Parts

DB-9: Case

Combustion
Gas Analyzer

The Testo 327 is an instrument used to perform combustion
analysis. It measures combustion efficiency, °F, O2, CO2, CO and
flue draft. A powerful LED backlight in the 4 line display guarantees
easy-reading even if lighting conditions are low. It's a breeze to use
with easy menu navigation and a durable and ergonomically
designed housing.
Click below for more information:

Tool Code: CGA

CGA-1: Measuring
Instrument

CGA-2: Flue Gas Probe

CGA-3: Charger

CGA-4: Case

Data Sheet: http://www.testo350.com/pdfs/Data_Sheet_327.pdf
Quick Start Guide: http://www.testo350.com/pdfs/Quick_Start_327.pdf
Website: http://www.testo.us

Gas Leak
Detector

The Bacharach Leakator® Jr. is a compact, handheld combustible gas
leak detector used to pinpoint combustible gas leaks in commercial,
residential, and industrial applications, including surveying gas
pipelines, and inspecting valves, regulators, and meters on gas
equipment. When combustible gases are sensed both audible and
visual indication will be given.
The Leakator® Jr. will detect nearly all combustible gases including:
Acetone, acetylene, benzene, butane, ethanol, ethylene oxide, gasoline,
hexane, hydrogen, industrial solvents, iso-butane, methane, methanol,
paint thinners, propane, natural gas, and naptha.
Click below for more information:

Tool Code: GLD

GLD-1: Gas Leak Detector
Device

GLD-2: Case

Data Sheet: http://www.bacharach-inc.com/PDF/Brochures/LeakatorJr.pdf
Manual: http://www.bacharach-inc.com/PDF/Instructions/19-9336.pdf
Website: http://www.bacharach-inc.com/leakator-jr.htm

Kill-A-Watt

The Kill-A-Watt will help find out what appliances are actually worth
keeping plugged in. Simply connect these appliances to the Kill A
Watt™, and it will assess how efficient they really are. Large LCD
display will count consumption by the Kilowatt-hour, same as your
local utility. You can calculate your electrical expenses by the day,
week, month, even an entire year. Also check the quality of your power
by monitoring Voltage, Line Frequency, and Power Factor.
Click below for more information:

Tool Code: KAW

KAW-1 to 8

Manual: http://www.p3international.com/manuals/p4400_manual.pdf
Website: http://www.p3international.com

Personal CO
Detector

The SENSIT® P100 is a carbon monoxide gas personal monitor
designed to warn the user of hazardous CO gases in their working
environment.

Click below for more information:
Tool Code: CO

CO-1: Personal CO Detector

Manual:http://www.gasleaksensors.com/manuals/manuals_pdf/sensit_P100_ate
x_manual_ul_5-6-09.pdf
Website: http://www.gasleaksensors.com/products/sensit_p100.html

Probe
Thermometer

The Pocket Foldup Thermometer has a 4.5-Inch stainless steel
probe that adjusts at detents in 4 positions (45, 90, 135, and 180
Degrees). It measures temperature to 572 Degrees F with a 1.8
Degree F accuracy. It features Data Hold, Min/Max and Auto
power off. This tool can be used to measure water temperatures
at different faucets with-in a home.

Click below for more information:

Tool Code: PTH

PTH-1: Probe Thermometer
Device

Data Sheet:
http://www.extech.com/instruments/resources/datasheets/39272.pdf
Manual:
http://www.extech.com/instruments/resources/manuals/39272_UM.pdf
Website:
http://www.extech.com/instruments/product.asp?catid=67&prodid=401

Infrared
Camera

The Fluke TiR1 Infrared Camera is optimized for building envelope,
restoration and remediation, inspection and roofing applications. The Fluke
TiR1 uses IR-Fusion® Technology, a patent-pending technology that
simultaneously captures a digital photo in addition to the infrared image and
fuses it together, taking the mystery out of IR image analysis.

Click below for more information:
Tool Code: IRC

IRC-1: IR Camera Device

IRC-2: IR Camera Charger

IRC-3: SD Card Reader

IRC-4: USB Cable

Manual: http://www.fluke.com/Fluke/usen/Support/Manuals/
Website: http://www.fluke.com

IRC-5: Soft Case

IRC-6: Hard Case

IRC-7: Instruction
Manual & CDs

Light Meter

Tool Code: LTM

LTM-1: Light Meter Device

LTM-2: Case

The Extech LT300 has a digital and analog display of light in Footcandles or Lux. Additional features include:
 Wide range to 20,000Fc or 200,000 Lux with high resolution
to 0.01 Fc/Lux
 Relative mode indicates change in light levels, peak mode
captures highest reading
 Remote light sensore on 12" (305mm) coiled cable expandable to 24"
 Utilizes precision photo diode and color correction filter
 Large LCD display with analog bar graph
 Backlight for readings in low light levels
Click below for more information:
Data Sheet:
http://www.extech.com/instruments/resources/datasheets/LT300data.pdf
Manual:
http://www.extech.com/instruments/resources/manuals/LT300_UM.pdf
Website: http://www.extech.com/instruments/product.asp?catid=10&prodid=55

Low-E
Glass
Coating
Detector
Tool Code: LOWE

LOWE-1: Low E
Detector

LOWE-2:
Instruction Sheet

The ETEKT + Low-E Coating detector is an instrument for detecting the
presence and location of thermal resistant coatings (Low E) used on energy
efficient single and dual lite glass and window assemblies. The ETEKT+ is a
rugged handheld device that is accurate, easy to use, and rarely requires
calibration. Place the unit flat on the glass surface, press the button and read
the results.

Click below for more information:

Manual: http://www.edtm.com/PDFs/ae1601mn.pdf
Website: http://www.bacharach-inc.com/leakator-jr.htm

Flow Hood

The LoFlo Balometer® Capture Hood is the ideal way to measure
very low volumetric flow. Measure confidently and accurately
supply or return flows from 10 to 500 cfm (17 to 850 m3/h). This
light weight instrument is great for residential or light
commercial use.
Click below for more information:

Tool Code: FH

FH-1: Flow Hood Device

Manual:
http://www.alnorusa.com/iframe.pdf.php?url=LoFlo%20Balometer%20Capture%20Hoods_Alno
r.pdf&def=ALNOR%20BALOMETER%20LOFLO%20CAPTURE%20HOODS
Website: http://www.alnor-usa.com

HOBO
Meters
Temperature
& Relative
Humidity +
Software
Tool Code: HOBO

HOBO-1 to 4: Temp and RH
HOBO data logger

HOBO-5: HOBOWare

HOBO-6: Computer Cable

The HOBO Meter
The HOBO U12 Temperature/Relative Humidity Data Logger is a 2channel data logger for high-accuracy monitoring of temperature
and humidity. HOBOware Pro for Windows is Onset's most
powerful software for logger management, data graphing, data
analysis, and data export.

Click below for more information:

Software Manual: http://www.onsetcomp.com/files/12730-F-MAN-BHWUG_EN.pdf
Logger Manual:
http://www.onsetcomp.com/files/manual_pdfs/7660_C_MAN_U12_011.pdf
Website: http://www.onsetcomp.com

Vent Caps

Vent Caps are a re-usable tool to seal vents during an energy audit.
They are designed to speed up the auditing process, lower fixed costs,
and reduce liability all while lowering the environmental impact of the
auditing process. .
Click below for more information:

Tool Code: VTC

VTC-1 to 10: Vent Caps

Website: http://www.ventcapsystems.com

Residential
Water Audit Kit
Tool Code: RWAK

RWAK-1: Pressure Gauge

RWAK-2: Catch Cans (24)

RWAK-3: Graduated Catch Can

RWAK-4: Marking Flags (100)

RWAK-5: 100’ Measuring Tape

This basic residential water auditing kit includes all of the
necessary tools to complete a basic irrigation audit at a
home.
Click below for more information:
Website: http://www.irrigatortechconference.com/wateraudit.html

Thermal
Leak
Detector
Tool Code: TLD

TLD-1 to 2

The Thermal Leak Detector 100 Infrared thermometer detects
wall surface temperature to spot hidden energy leaks. As you aim
the detector at walls around your home, LED changes color at hot
or cold spots while giving an accurate temperature reading.
Click below for more information:
Manual:http://servicenet.blackanddecker.com/documents/English/Instructio
n%20Manual/90539493,TLD100.pdf
Website: http://www.blackanddecker.com/power-tools/TLD100.aspx

